
 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

NICE 
GUILLOTINE 

Öffnen Sie das Fenster zu 

jeder Sicht auf die Welt. 
 

 

 

 

 

 
 



 

 

 

 

 

 
NICE GUILLOTINE 

Nice Guillotine ist ein System vertikaler Schiebefenster, das sich 

zum Abdecken von Gebäudeöffnungen eignet, insbesondere 

wenn Platzersparnis erforderlich ist.  

 

Das Nice Guillotine-Fenster ist ein vertikal verschiebbares, 

ferngesteuertes Bewegungssystem, das Ihnen einen 

einzigartigen Blick auf den Himmel verspricht.  

 

Ziel dieser Serie ist es, die Größe und Öffnungen moderner 

Architekturstrukturen zu maximieren. Die Kombination dünner 

Aluminiumprofilrahmen mit Glas ergibt eine überraschende 

und einzigartige Systemeleganz, die maximale Transparenz 

und hervorragende Leistung bietet. 

 

Das System funktioniert mit der äußerst einfachen Logik eines 

mechanischen Hebels und der Elektromotor, der für einen 

minimalen Energieverbrauch sorgt, kann per Fernbedienung 

gesteuert werden. Die Aluminiumrahmen des Systems bieten die 

Möglichkeit, die Fenster zu verriegeln.  

 

Die wunderschönen Guillotine-Fensterprofile bieten vollständig 

anpassbare Kombinationen aus mehreren Scheiben und endlose 

Farboptionen in allen RAL-Farben oder eloxiertem Aluminium.  

 
Nice Guillotine is a vertical retracting windows system which is 

suitable for the coverage of a building opening, especially when 

saving space is required. 

 

The Nice Guillotine window is a vertically sliding, remotely 

controllable motion system that promises to offer you unique views 

ofthe skyline. This series aims to maximize the size and openings of 

modern architectural structures. 

 

The combination of thin aluminum profile frames with glass results in 

the system’s surprising and unique elegance, providing maximum 

transparency and excellent performance. 

 

It works with an extremely simple mechanical lever logic and the 

electric motor that provides minimum energy consumption can be 

controlled by remote control. The aluminum frames of the system 

provide sealing capability to the window. 

 

Nice Guillotine window profiles offer fully customizable multi-panel 

combinations and endless color options in all RAL colors or 

anodised aluminum. 

 

 

 

 

   

Geprüfte Beständigkeit 
gegen extensive 
Sonneneinstrahlung. 
Bewährter Schutz vor 
schädlicher ultravioletter 
Strahlung. 

 

Tested resistance of extensive 
exposure to the sun. 

Certified protection from 
harmful ultraviolet radiation. 

Möglichkeit des 

Elektroantriebs und der 
Fernbedienung. 

 

Capability of electrical 

motion 
and remote control. 

Hohe Beständigkeit gegen 

Witterungseinflüsse wie 
Regen, Schnee, Feuchtigkeit 

und Wind. 

Great resistance to weather 

conditions of rain, snow hum 
idity and wind. 

 

 
 

   
  

  

 

Benutzerfreundlich 

Ob kabellost oder kabelgebunden, das Öffnen des 

Systems erfolgt per Knopfdruck. 

Systemantrieb 

Motorischer Antrieb über Rohrmotor. Die Scheiben 

bewegen sich vertikal nach oben oder unten und 

parken hinter einer festen Scheibe. 

Sicherheit 

Versteckte Kanäle für Entwässerung und 

Stromversorgung 

Materiale 

6063 t5 Aluminium, Edelstahl 

Motoreigenschaften 

24-V-Gleichstrommotor (Niederspannung) 

zusätzlicher Erdungsanschluss, widerstandsfähig 

gegen Stromschläge. 

Oberfläche 

Qualicoat, Qualideco und Qualanod zertifizierte 

lackierte, holzgemusterte und eloxierte Produkte 

haben eine 1-jährige Garantie.  

Ease of use 

Either wireless or wired operation, opening the device 

at the touch of a button. 

System Operation 

Motorized operation via tubular motor. The panes are 

slid vertically either upwards or downwards, and 

parked behind a fixed pane. 

Safety 

Hidden drainage and power channels 

Materials 

6063 t5 aluminum, stainless steel 

Motor specifications 

24vdc motor (low voltage) additional earthed 

connection more resistant to electric shocks. 

Surface 

Qualicoat, Qualideco and Qualanod certified 

painted, wood-patterned and anodized products are 

guaranteed for 10 years.
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Geschlossenes System 

 

 
Halboffenes System 

 

 

Offenes System 
Einzelscheibe (8mm gehärtet): W(max) = 420 cm 

Doppelscheibe (4+8+4mm gehärtet): W(max) = 380 cm 

 

Close Mode 

 

Semi-Open Mode 

 

Open Mode 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
COPAL D.O.O. 

Igmanska bb, 71000 Sarajevo, Bosna i Hercegovina 

M: +387 61 559 338 E: info@copal.ba 

www.copal.ba 
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